
± 0.2 ± 0.3

1000<..

..<2000

315<..

..<1000

± 0.8 ± 1.2

GENERAL TOLERANCES

6 < ..

.. < 30

30 < ..

..< 120

± 0.1

120 <..

..< 315

0 < ..

.. < 6

± 0.5

IF THERE IS NO ANY OTHER CASE BELOW

STANDARDS SHOULD BE COMPLIED

 

GENERAL TOLERANCES 

TS 1980 1/2,  EN 22768-1/2

 

GEOMETRICAL TOLERANCES

TS EN ISO  1101

 

SURFACE ROUGHNESS

TS2040 EN ISO 1302

 

UNDIFINED CORNERS CAN BE
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131106+STROKE(25)=

NOMINAL PRESSURE : 

WORKING PRESSURE :

      WHEN EXTRACTING : 6 bar

      WHEN RETRACTING : 6 bar

TEST PRESSURE : 10 bar

TEST PROCEDURE : 10-03-T03

AMBIANT TEMPERATURE : -20 - +80 °C

USED FLUID :  AIR

SPEED : max.1 m/sec.

CUSHIONING :  -

 

SEALS MATERIALS : NBR, PU

CYLINDER INSIDE DIAMETER : Ø50

ROD DIAMETER : Ø20

STROKE : 25

PAINTING PROCEDURE : 09-02-T11

MARKING PROCEDURE : 15-01-T10

PACKAGING PROCEDURE : 15-01-T10

NOTE: 

TECHNICAL DETAILS

168RETRACTED LENGTH=143+STROKE(25)=

EXTRACTED LENGTH=193

240RETRACTED LENGTH=215+STROKE(25)=

EXTRACTED LENGTH=265
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